
PRODUCTION OF 
PREFABRICATED WALLS WITH 

GROUND CLAY BLOCKS

www.alpinaindustriale.it



ADVANTAGES

¸ Reduction of time and 
labour cost 

¸ High acoustic and 
thermal insulation

¸ Optimal balance 
between quality/price

¸ Transpiration of humidity

¸ Easy transport

¸ Optimal internal and 
external finishing

¸ Optimal resistance 
against fire

¸ Living wellness 



FROM DRAWING TO PRODUCTION THROUGH CAD/CAM SYSTEM
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EACH LINE OF BRICKS IS POSITIONED ACCORDING TO THE 

PRODUCTION PROGRAM



CUTTING SYSTEM TO ADAPT THE LENGHT OF THE BRICK LINE

This way the length of the wall is totally 

independent from the multiple of block measure



THE LINE IS READY FOR THE APPLICATION OF THE ADHESIVE



THE ADHESIVE IS SPRAYED ON THE BRICKS

Fixing of blocks with innovative patented adhesive: stable 
setting within one hour.

No use of mortar or iron for reinforcement



THE LINE OF BRICKS IS NOW READY FOR THE 

CONSTRUCTION OF THE WALL



THEN IT IS TAKEN FOR CONSTRUCTION

Automatic disposition of blocks for 

the construction of the wall



CONSTRUCTION SEQUENCE OF THE WALL

Up to 40 SQUARE METRES of wall in ONE HOUR 
with ONE OPERATOR



¸ Walls with windows, doors, for flat or inclined roofs

¸ Maximum size: length 8,00 m ðheight 3,25 m

¸ All kind of ground blocks from 12 to 50 cm of thickness can be used

ALL KIND OF WALLS 



WALL UNITS READY FOR SHIPMENT



WALL UNITS READY FOR SHIPMENT



HANDLING AND ASSEMBLY

ü 250 m 2 / 3 men / 8 hours 

Load -bearing walls: no use of concrete or iron reinforcement, 

possible combination with static structure (pillars and beams)



HANDLING AND ASSEMBLY
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ASSEMBLY OF INTERNAL WALLS


